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54” FGC FIBERGLASS FANS

FEATURES
•   heavy duty fiberglass Injection Molded housing 
•   performance enhancing cone included 
•   all fans are fully tested before shipping. 
•   designed with smooth inside and outside for improved cleaning. 
•   self draining, sloped housing is quick & easy to clean reducing maintenance costs. 
•   Belt or direct drive options available 
•   all fans have smooth operating, easy to clean poly shutters.

OPTIONS
•   he, ec or ac motor. 
•   3 phase motor 208-230/460 volt option available on some units. 
•   frp board winter inserts available with unique double seal. 

• 10 years on housings • 1 year on balance of fan

DIMENSIONS

WARRANTY

SPECIFICATIONS

Note: wind has a significant effect on exhaust fans.  a 10 mph wind creates a 0.05” pressure against the fan. a 20 mph wind creates 0.20” pressure and 
30 mph a 0.45” pressure.  these pressures are in addition to the static pressure in the building.   
• the dba (noise level) on 54” panel fan is approximately 80 dba. Variable speed option available. new ec motor 1h (p1174-aec) fan model 
#(pf54-aec-2022), control needs to be a 0-10v control. for a stand alone system we offer the (phason cnssV-dc) or any 0-10v control. the cyclones 
are controlled by a Vfd and 0-10v controller as well. 

BACK VIEW

HIGH EFFICIENCY • LOW COST MAINTENANCE • LOW COST INSTALLATION
Ideally suIted for poultry, swIne, daIry and greenhouse applIcatIons


